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OUTDOOR TIMERS

601A & 602A
24 HOUR MECHANICAL OUTDOOR TIMER
WITH ONE OR TWO OUTLETS

FEATURES
• 18” cord and grounded plug
• 96 captive tabs every 15 min.
• Multiple ON/OFFs each day
• Manual ON/TIMER switch
601A: one grounded outlet
602A: two grounded outlets

APPLICATIONS
• Ideal to control landscape lighting and Christmas lights
• Control small pumps, fountains, motors, etc

RATINGS (in 602A, ratings
are total for two outlets)

125VAC 15A Resistive &
General Purpose

125VAC, 1250W Tungsten
125 VAC, 1/2 HP

611A
24 HOUR MECHANICAL
OUTDOOR TIMER WITH ONE OUTLET

FEATURES
• 24” cord and grounded plug
• 96 captive tabs every 15 min.
• Multiple ON/OFFs each day
• Manual ON/TIMER switch
• One grounded outlet

APPLICATIONS
• Ideal to control landscape lighting and Christmas lights
• Control small pumps, fountains, motors, etc

RATINGS
125VAC 15A Resistive &

General Purpose
125VAC, 1250W Tungsten
125 VAC, 1/3 HP, TV-4

601A

602A

611A

CATALOG UPC

NO CODE

601A 16020

602A 16021

CATALOG UPC

NO CODE

651A 16024

652A 16026

CATALOG UPC

NO CODE

611A 16022

651A & 652A
PHOTOCELL CONTROLLED MECHANICAL OUTDOOR 
TIMER WITH ONE OR TWO OUTLETS

FEATURES
• Choice of settings:

- ON at dusk & OFF 2, 4, 6, 8 hours later
- ON at dusk, OFF at dawn
- ON continuously
- OFF

651A: 6.5” cord and one grounded outlet
652A: 6.5” cord and two grounded outlets

APPLICATIONS
• Ideal to control landscape lighting and Christmas lights
• Control small pumps, fountains, motors, etc

RATINGS 651A
125VAC 15A Resistive &

General Purpose
125VAC, 1000W Tungsten
125 VAC, 1/3 HP, TV-4

RATINGS 652A
(total for two outlets)
125VAC 15A Resistive &

General Purpose
125VAC, 625W Tungsten
125 VAC, 1/3 HP, TV-5

651A

652A
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RATINGS 654A (total for two outlets)
125VAC 15A Resistive & General Purpose
125VAC, 625W Tungsten
125 VAC, 1/3 HP, TV-5

653A & 654A
PHOTOCELL CONTROLLED
DIGITAL OUTDOOR TIMER
WITH ONE OR TWO OUTLETS

FEATURES
• Choice of settings:

- ON at dusk & OFF 1-9 hours later
- ON at dusk, OFF at random times
- ON continuously
- OFF

653A: 6.5” cord and one grounded outlet
654A: 6.5” cord and two grounded outlets

APPLICATIONS
• Ideal to control landscape lighting and

Christmas lights
• Control small pumps, fountains, motors, etc

RATINGS 653A
125VAC 15A Resistive & General Purpose
125VAC, 1000W Tungsten
125 VAC, 1/3 HP, TV-4

653A

CATALOG UPC

NO CODE

653A 16023

654A 16025

654A

631D
7 DAY DIGITAL OUTDOOR TIMER
WITH TWO GROUNDED OUTLETS

FEATURES
• Each day can be scheduled differently
• Multiple ON/OFFs each day
• Temporary manual override
• Battery Backup
• 18” cord and two outlets on bottom

APPLICATIONS
• Ideal to control landscape lighting and Christmas lights
• Control pumps, fountains, motors, etc

806A
24 HOUR MECHANICAL OUTDOOR TIMER
WITH SIX OUTLETS AND STAKE

FEATURES
• SIX Grounded outlets:

Two are always ON, Four are 
controlled by timer

• Solid color cover and 6’ cord
• 96 tabs, 15 minutes apart for multiple ON/OFFs 
• Wall mount or stake into ground
• 15A Circuit Breaker

APPLICATIONS
• Control landscape lighting and Christmas lights
• Control other outdoor lights

RATINGS
Combined total for all 6 outlets, 

not to exceed:
125VAC, 15A Resistive
125VAC, 1250W Tungsten

CATALOG UPC

NO CODE

806A 16028

CATALOG UPC

NO CODE

631D 16027

631D

806A

RATINGS (total for 
two grounded outlets)
125VAC 15A Resistive &

General Purpose
125VAC, 1000W Tungsten
125 VAC, 8A Ballast 
125 VAC, 1/2 HP

HEAVY

DUTY


