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Length (L): 14.45”

Width (W): 3.23”

Height (H): 2.20”

Mounting (M): 13.75”

Lamp Type
No. of
Lamps

Lamp
Footage Volts

Input
Watts

Input
Current
(Amps)

Power
Factor

Crest
Factor

Max. 
THD %

Min Max

F120T12HO 4, 3, 2, 1 10 40 120 352 3.00 >0.98 <1.7 10

F120T12HO 4, 3, 2, 1 10 40 277 349 1.30 >0.95 <1.7 10

F96T8HO 4, 3, 2, 1 8 32 120 330 2.80 >0.98 <1.7 10

F96T8HO 4, 3, 2, 1 8 32 277 325 1.25 >0.95 <1.7 10

Electrical Specifications

Ballast Type                            Electronic Starting Method                      Instant Start

Lamp Connection                       Parallel Input Voltage            120 ~ 277Vac ± 10%

Input Frequency                 50Hz / 60Hz

Physical Dimensions

Wiring Diagram
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Shown on Pg. 2

WIRE LENGTHS

3 YEAR WARRANTY FROM 

DATE OF MANUFACTURE

(1) Black 24”

(1) White 24”

(1) Yellow 132”

(1) Yellow/Black 132”

 
(2) Blue 132”
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Wiring Diagram Continued
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