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LAMP TYPE
NO. OF 

LAMPS

INPUT 

VOLTS

INPUT 

WATTS

INPUT CURRENT 

(AMPS)

POWER 

FACTOR

CREST 

FACTOR

BALLAST 

FACTOR

BALLAST 

EFFICACY 

FACTOR

MAX 

THD%

WIRING 

DIAGRAM

F32T832W

3
120 83.0 0.69 0.99 <1.70 0.87 1.05 10 F3-2

277 81.0 0.29 0.98 <1.70 0.88 1.09 10 F3-2

2
120 64.0 0.53 0.99 <1.70 1.02 1.59 10 F2-5

277 63.0 0.23 0.97 <1.70 1.01 1.60 12 F2-5

F32T8 30W

3
120 79.0 0.66 0.99 <1.70 0.87 1.10 10 F3-2

277 79.0 0.29 0.98 <1.70 0.87 1.10 10 F3-2

2
120 60.0 0.50 0.99 <1.70 0.98 1.63 10 F2-5

277 60.0 0.22 0.97 <1.70 0.98 1.63 12 F2-5

F32T8 28W

3
120 76.0 0.63 0.99 <1.70 0.89 1.17 10 F3-2

277 77.0 0.28 0.97 <1.70 0.89 1.16 12 F3-2

2
120 57.0 0.48 0.99 <1.70 1.01 1.77 10 F2-5

277 57.0 0.21 0.96 <1.70 1.01 1.77 12 F2-5

F32T8 25W

3
120 71.0 0.59 0.99 <1.70 0.94 1.32 10 F3-2

277 72.0 0.26 0.97 <1.70 0.95 1.32 12 F3-2

2
120 54.0 0.45 0.99 <1.70 1.07 1.98 10 F2-5

277 54.0 0.20 0.96 <1.70 1.07 1.98 12 F2-5

F25T825W

3
120 72.0 0.60 0.99 <1.70 0.95 1.32 10 F3-2

277 72.0 0.26 0.99 <1.70 0.95 1.32 10 F3-2

2
120 54.0 0.45 0.99 <1.70 1.07 1.98 10 F2-5

277 55.0 0.20 0.96 <1.70 1.07 1.95 12 F2-5

F17T817W

3
120 47.0 0.39 0.99 <1.70 0.86 1.83 10 F3-2

277 48.0 0.17 0.95 <1.70 0.88 1.83 15 F3-2

2
120 37.0 0.31 0.99 <1.70 1.01 2.73 10 F2-5

277 38.0 0.14 0.93 <1.70 1.03 2.71 15 F2-5

F40T840W 2
120 78.0 0.65 0.99 <1.70 0.92 0.92 10 F2-5

277 77.0 0.28 0.98 <1.70 0.88 0.88 10 F2-5

PLL25W

3
120 75.0 0.62 0.99 <1.70 0.88 1.17 10 P3-1

277 75.0 0.27 0.98 <1.70 0.89 1.19 10 P3-1

2
120 59.0 0.49 0.99 <1.70 1.00 1.69 12 P3-1

277 59.0 0.22 0.97 <1.70 1.01 1.71 10 P3-1

PLL28W

3
120 89.0 0.75 0.99 <1.70 0.93 1.04 10 P3-1

277 89.0 0.32 0.98 <1.70 0.94 1.06 10 P3-1

2
120 69.0 0.58 0.99 <1.70 1.06 1.54 10 P3-1

277 70.0 0.25 0.98 <1.70 1.06 1.51 10 P3-1

DT40

(PLL40W) 
2

120 71.0 0.59 0.99 <1.70 0.76 1.07 10 P3-1

277 71.0 0.26 0.98 <1.70 0.78 1.10 10 P3-1

ELECTRICAL SPECIFICATIONS

PRODUCT FEATURES

PM-3X32T8-UNV-IS
POWERMASTER T8 BALLAST
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STARTING METHOD: INPUT VOLTAGE: V POWER FACTOR: WARRANTY: Y

LAMP CONNECTION: INPUT FREQUENCY: BALLAST FACTOR: CEE Specified



CASE STYLE/DIMENSIONS

WIRING DIAGRAMS

PM-3X32T8-UNV-IS
POWERMASTER T8 BALLAST

HOT SPOT LOCATION




