O

GREENCREATIVE

Bringing You the Latest in LED Technology

O CoolSink Technology
O MirOptic Lens
O Wet Location Rated

Turn ON the Savings!




GENERATION 3 FEATURES

MirOptic lens provides powerful

Sleek lightweight design ﬂ = /7 illuminance with little glare

Wet location rated for

outdoor use - . e ' Japanese LED technology
M Y with tight binning for
\ b - consistent CCT

Smooth dimming &

high efficacy K N " 3
o “ _ CoolSink technology optimizes

thermal management

(D The innovative MirOptic design uses a lens (D Soft and pleasant lighting (D High illuminance with even beam pattern
with multiple integrated reflectors with low glare

) The CoolSink passive cooling system
allows air to flow freely through the lamp

O Increased cooling surface area uses the
inside and outside of the heat sink

() Lower operating temperature of LED
and power supply

(D Longer lifetime and lumen maintenance




PAR LINE Q)

GREENCREATIVE

PAR38 19 & 16W DIM. 19W REPLACES

I :

L&

* 1260 lumens
e 3000K / 2700K / 4000K CCT

{ C? : * Narrow Flood / Flood beam angles ‘ ¢‘u I LPW
W\ s ' * 16W version available (Replaces 90W Hal.) WET
- \\; LOCATION EFFICACY

PAR30 14W DIM.

. h '._.I év
A '_ ® 850 lumens
A | @ * 3000K / 2700K / 4000K CCT
w'* N ; * Narrow Flood / Flood beam angles

PAR30SN 14.5W DIM.

=

e 850 lumens
* 3000K / 2700K CCT
',[ * Narrow Flood / Flood beam angles

|  EFFICAGY 40,000 H

8W REPLACES

60W
Hal.

* 525 lumens
* 3000K / 2700K / 4000K CCT 66
* Narrow Flood / Flood beam angles LPW

EFFICACY 40,000 H




LAMP SPECIFICATIONS

DIMMABLE CRI (Ra) 40,000 H INSTANT ON WARRANTY

o(U)us R Niafting

I_'STEB LED Product Partnar zj

SPECIFICATIONS

Lumens Efficacy Beam CBCP CRI
(LPW) Angle (cd)

PAR38 - 19W - E26
19PAR38G3DIM/830NF25 40632 3000K 1260 66 NF25° | 4700 | 82 | Yes* | 40,000 hrs | 120V 60Hz v
'S 19PAR38G3DIM/830FL40 40633 3000K 1260 66 FL40° | 2500 | 82 | Yes* | 40,000 hrs | 120V 60Hz v
& hh:‘ 19PAR38G3DIM/827NF25 40630 2700K 1200 63 NF25° | 4500 | 82 | Yes* | 40,000 hrs | 120V 60Hz v
19PAR38G3DIM/827FL40 40631 2700K 1200 63 FL40° | 2350 | 82 | Yes* | 40,000 hrs | 120V 60Hz v
19PAR38G3DIM/840FL40 40634 4000K 1320 69 FL40° | 2600 | 82 | Yes* | 40,000 hrs | 120V 60Hz N.A.
PAR38 - 16W - E26
16PAR38G3DIM/830NF25 40652 3000K 1050 66 NF25° | 3800 | 82 | Yes* | 40,000 hrs | 120V 60Hz v
"1; 16PAR38G3DIM/830FL40 40653 3000K 1050 66 FL40° | 1800 | 82 | Yes* | 40,000 hrs | 120V 60Hz i
LN NS 16PAR38G3DIM/827NF25 40650 2700K 950 59 NF25° | 3700 | 82 | Yes* | 40,000 hrs | 120V 60Hz v
16PAR38G3DIM/827FL40 40651 2700K 950 59 FL40° | 1700 | 82 | Yes* | 40,000 hrs 120V 60Hz 4
PAR30 - 14W - E26
14PAR30G3DIM/830NF25 40622 3000K 850 61 NF 25° | 3000 | 82 | Yes* | 40,000 hrs 120V 60Hz v
i 14PAR30G3DIM/830FL40 40623 3000K 850 61 FL40° | 1500 | 82 | Yes* | 40,000 hrs 120V 60Hz v
@ ) 14PAR30G3DIM/827NF25 40620 2700K 800 57 NF25° | 2910 |82 | Yes* | 40,000hrs | 120V 60Hz v
14PAR30G3DIM/827FL40 40621 2700K 800 a7 FL40° | 1400 | 82 | Yes" 40,000 hrs 120V 60Hz 4
14PAR30G3DIM/840FL40 40624 4000K 830 64 FL40° | 1600 | 82 | Yes" 40,000 hrs 120V 60Hz N.A.
PAR30SN - 14.5W - E26
14.5PAR30SNG3DIM/830NF25 | 40662 3000K 850 59 NF25° | 3000 |82 | Yes* | 40,000 hrs | 120V 60Hz 7
v 14.5PAR30SNG3DIM/830FL40 | 40663 3000K 850 59 FL40° | 1500 | 82 | Yes* | 40,000 hrs | 120V 60Hz v/
- 14.5PAR30SNG3DIM/827NF25 | 40660 2700K 800 55 NF25° | 2910 | 82 | Yes* | 40,000 hrs | 120V 60Hz i
14.5PAR30SNG3DIM/827FL40 | 40661 2700K 800 55 FL40° | 1400 | 82 | Yes* | 40,000 hrs | 120V 60Hz o
PAR20 - 8W - E26
8PAR20G3DIM/830NF25 40616 3000K 525 66 NF25° | 1560 | 82 | Yes" | 40,000 hrs 120V 60Hz 4
8PAR20G3DIM/830FL40 40617 3000K 525 66 FL 40° 830 82 | Yes* 40,000 hrs 120V 60Hz 4
'S 8PAR20G3DIM/827FL40 40615 2700K 500 63 FL 40° 790 82 | Yes* 40,000 hrs 120V 60Hz v
8PAR20G3DIM/840FL40 40618 4000K 550 63 FL 40° 860 82 | Yes* | 40,000 hrs 120V 60Hz N.A.

*List of tested dimmer switches available on website
GREEN CREATIVE
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