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19877 – 35PAR36/H/FL30 
GE PAR36 - Wide Flood 

• Standard Halogen - Crisp, white light
 

GENERAL CHARACTERISTICS

Lamp type Sealed Beam - 
PAR

Bulb PAR36

Base Screw Terminals 

Filament C-6

Product Technology Halogen

Wattage 35

Voltage 12

Voltage (MIN) 35

Rated Life 4000 hrs

Rated Life (Vert) 4000 hrs

Primary Application Wide Flood 

PHOTOMETRIC CHARACTERISTICS

Initial Lumens 250

Initial Lumens (Hor) 7.142857

Initial Lumens (Vert) 250

Beam Spread - Horizontal 40° - 10 %

Beam Spread - Vertical 34° - 10 %

Center Beam Candlepower (CBCP) 900

Color Temperature 3050 K

Max. Beam Candlepower (MBCP) 
(MAX)

900

Nominal Initial Lumens per Watt 7

DIMENSIONS

Maximum Overall Length (MOL) 2.7500 in (69.8 
mm) 

Bulb Diameter (DIA) 4.500 in (114.3 
mm) 

PRODUCT INFORMATION

Product Code 19877

Description 35PAR36/H/FL30

Standard Package Case

Standard Package GTIN 00043168198776

Standard Package Quantity 12

Sales Unit Unit

No Of Items Per Sales Unit 1

  

Bulb Base Filament 

View Larger
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No Of Items Per Standard Package 12

UPC 043168970297

 CAUTIONS & WARNINGS

See list of cautions & warnings.
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