
† Ceramic base type on 100w bulbs only. 

G9 “Wire Loop” Base, Halogen Lamps 

• G9  2-Pin “Loop” Base (9mm Spacing)
• 2,000 Life Hours
• 2,800k Color Temperature
• Quartz Glass
• Clear or Frosted
• 120v

Clear (CL)              Frosted (FR)                

Part Number 
(#) 

Volts 
(v) 

Watts 
(w) 

Lumens 
(l) 

Dimensions 
(l x w) 

Case 
(pcs) 

Q20G9/CL-120V 120 20 350 1.70” x .50” 10 

Q20G9/FR-120V 120 20 350 1.70” x .50” 10 

Q25G9/CL-120V 120 25 450 1.70” x .50” 10 

Q25G9/FR-120V 120 25 450 1.70” x .50” 10 

Q35G9/CL-120V 120 35 550 1.70” x .50” 10 

Q35G9/FR-120V 120 35 550 1.70” x .50” 10 

Q40G9/CL-120V 120 40 650 1.70” x .50” 10 

Q40G9/FR-120V 120 40 650 1.70” x .50” 10 

Q50G9/CL-120V 120 50 720 1.70” x .50” 10 

Q50G9/FR-120V 120 50 720 1.70” x .50” 10 

Q60G9/CL-120V 120 60 980 1.70” x .50” 10 

Q60G9/FR-120V 120 60 980 1.70” x .50” 10 

Q75G9/CL-120V 120 75 1,100 1.70” x .50” 10 

Q75G9/FR-120V 120 75 1,100 1.70” x .50” 10 

Q100G9/CL-120V† 120 100 1,600 2.35” x .50” 10 
Q100G9/FR-120V† 120 100 1,600 2.35” x .50” 10 

 (l) 




