HLJ-L60C-X-XXX-XXXX
LED CANOPY LIGHT
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60W LED Canopy Products Specification

FEATURES

@ Replace up to 175Watt Pulse start Metal Halide

@ Universal 120-277V

@® Mercury Free: no UV

@® Aluminium spinning housing; rust and corrosion proof;polyester powder coating
@® Open air ventilation design, good heat dissipation function

@ Fast installation panel & cord out of the fixtures

@ 4KV surge protector inside of power supply

® LM-79/80 data available

@ 5 Year Limited Warranty

CONSTRUCTION

@ Fixture:Aluminium spinning housing; rust and corrosion proof;polyester powder coating
@ Lens: High light transmittance polycarbonate

@® LEDs: Top grade LED, high-output,long-life; CREE,SEOUL,SAMSUNG and so on

@ Heat Sink: Aluminium sink,open air ventilation design, good heat dissipation function

® LED Driver: IP65/ Constant current meets UL1310 UL 48 Class 1

@ Finish:White finish. Environmentally friendly polyester powder coatings

@® Mounting: Wall mount, fast installation panel for ceiling mount or pipe mount are optional
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HLJ-L60C-X-XXX-XXXX
LED CANOPY LIGHT

SPECIFICATION ——
Item No. |Specificatio Data ;!IE;QJ a n \
i o ighting facts’
Initial 5145 s
Efficiency 78 Light Output (Lumens) 5145
Input 120-277V/50-60HZ Watts 65.13
CRI 5000K Lumens per Watt (Efficacy) 78
percmanco | CCT_ R Color Avcuracy 7
THD <15%
Driver Type | Constant Current/ Class 1 SRl s s 5112 (Daylight)
Surge 4KV inside of Driver
Luminaire 50000HRS Ty o
Physical Dimension 11.5"x11.5"x4.75" 2700K 3000K 4500 5500K
Weight 6.6 Ibs (3.0kg)
Operation Operating -30°F ~+130°F on
Condition [ Hymidity <95% s
Cerﬁﬁcation ETL,CETL,DLC,FCC,LM79,LM80 Visit www lightingfacts.com for the Label Reference Guide.
Certificate Enviroment Suitable for Damp Location 13
Material Rohs compliant

PHOTOMETRY
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VAIDS 10° 20° 30T 40° Mo ECSh T
B - Max Cd: 225° H HCfc Cifc  ESC% Max o U rppedLak o, 2%
H-0°H Distzrce in unizz of maunt height (&Ft) Mazcd
W -o0°H
7 i ) FEm ey
S P Cutoff Classification: CUTOFF — oo e 1 T CUl-
0] Iiens 3 Lamp % Lumirare i ] e Lumens % Total Zone Lumens % Total fUG RATING MBI A6l
0-30 7137 14% 14% Distribution: Type VS o0 e = FORWARD LIGHTLUMENS LUMENS %
040 13354 6.1%  26.1% Max Cd, 90 Deg Vert: 3.8 0.5 1.4% 0.1 0% Low{0-30):  354.0 7%
060 30454 60% a0% Max Cd, 80 to <20 Deg: 206.4 10-20 2289 4.5% 0.0 0% Medium{30-60): 1,150.5  22.6%
6090 20350  40% 0% Lumens % Lamp 0-30 4143 8.1% 0.0 0% High(60-80):  877.8  19.2%
70-100 7520 14.8%  14.5% rd Street Side: 3,517.6 49.5% 3040 6117 12.0% 0.0 0% Very High(80-80): 352 0.7%
3 : . rd House Side: 2 566.8 50, 5% ] : : BACK LIGHT
ShTH 0 A ik i R ’ 40-50 7576 15.7% 0.0 0% Low-30): 3596 7.1%
080 5,084.3 100% 100% vard Total: 5,084.4 100% E i g ; ow{d-30): 359, 7.1%
90-180 0.2 0% e StreetSide: 0.2 0% 5060 9253 18.2% 0.0 0% Medium(30-60): 1,185.5  23.3%
0-180 5,084.5 100% 100% Upward House Side: 0,1 0% 60-701,283.1 25.2% 0.0 0% High{50-80): 99%0.8 13.5%
Upward Total: 0.2 0% 7080 5858 13.5%: 0.0 LA Wery High{80-90): 30.8 0.6%
Total Lumens: 5,034.6 100% 2090 = UPLIGHT
el e o0 Ok Low(30-100): 0.1 0%
High{100-180): 0.1 0%
TRAPPED LIGHT: 0 0%



HLJ-L60C-X-XXX-XXXX
LED CANOPY LIGHT

WIRING

Universal voltage driver permits operation at (L)Live Line A Black

100V to 277VAC, 50 or 60Hz except fixtures factory (N)Neutral Line », White Light Fixture
ordered with a 120V photocell (/PC). (G)Ground Line ‘_:"'__“_?_'"3'_'_1_.

1. Connect the black fixture lead to the (L) LINE supply lead. -

2. Connect the white fixture lead to the (N) COMMONSsupply lead. Wiring diagram

3. Connect the bare copper Ground wire from fixture to supply lead.



