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150W LED Area Lighting - Shoe Box Products Specification

FEATURES

@ Replace up to 400Watt Metal Halide

@ Universal 120-277V

@® Mercury Free: no UV

@® Heavy Gauge galvanized steel housing;rust and corrosion proof;polyester powder coat
@® Open air ventilation design, good heat dissipation function

@ Different mounting bracket are available

@® Modular design,carrying big range from power from 75W to 180W.

@ 4KV surge protector inside of power supply

® LM-79/80 data available

® 5 Year Limited Warranty

CONSTRUCTION

@ Fixture:Heavy-duty cast aluminum frame; heavy Gauage galvanized steel housing; rust and corrosion proof;
polyester powder coatings

@ Lens: High light transmittance tempered glass

@® LEDs: Top grade LED, high-output,long-life; CREE,SEQUL,SAMSUNG and so on

@ Heat Sink:Aluminium sink attached to the housing directly to reduce LED heats and add to life

@ LED Driver: IP65/ Constant current meets UL1310 UL 48 Class 1

@ Finish: Dark bronze or white finish. Environmentally friendly polyester powder coatings.

@ Mounting: Slip fitter. TM trunnion and 6" Extrusion kits are optional.

Slip fitter  TM trunnion J 6'Extrusion kit
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SPECIFICATION
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Light Output (Lumens) 12345
Watts 155
Lumens per Watt (Efficacy) 79
Color A a
Co%r%indncrﬁ;‘ :.ndgy[Cle 73

Light Color

Correlated Golar Temperature (CGT)

Warm White

2700K 3000K

stration Number: KEXG-J3Vz

ealroadway fixture

Iltem No. |Specificatio Data
Input 150
Wattage
Initial 12345
Lumens
Efficiency 79
Input 120-277V/50-60HZ
Voltage
General CRI 70
Performance CCT 5000K
Power =095
Factor
THD <15%
Driver Type | Constant Current/ Class 1
Surge 4KV inside of Driver
Protector
Luminaire 50000HRS
Dimension | 16.5"x16.5"x4.125" (w/o arm)
Physical -
Weight 18.95Ibs(8.6kgs)
ratin . .
Operation TOpe a tg 30°F ~+130°F
Condition emo(-_zrg ur
Humidity <95%
Certification |ETL,cETL,DLC,FCC,LM79,LM80
Certificate Enviroment Suitable for Wet Location
Material Rohs compliant

Bright White:

5003 (Daylight)

Daylight

45001

Visit www.lightingfacts.com for the Label Reference Guide.
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PHOTOMETRY
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O Tapes L 3.8 €%
LUMENS % _AMP 9 LUMINARE || CUTOFF CLASSIF.CATICN: CUTOFF || ZGNZ LUMENS % TOTAL ZONE LUMENS % TOTAL | BUG RATING =TT
>0787 15.4% 16.6% DISTRBUTICN:  TYPEN SHORT || T-10  212.6  1.7% 90-100 33 0% | FORWARD LIGHT LUMENS LUMENS %
£ 27603 DA% 20, 2% MAY/CD, 08 PEGUERT: 110 || 1020 653.68  54% 100110 91 0% LOW(0-30): 1,386.0  11.4%
060 37857 7% 7i% || MAX D, B0 TO <90 JEG; 2910 || 20-20 1,152.5 9.4% 110-120 1.2 0% MLDILM({30-60): 5,356.5 47.9%,
G0-80 34115 28% 28% LUMENS % LAMP || 3040 1 731.0 14.2% 120-130 3.0 084 HIGH(G0-80): 2,650.6 21.7%
70100 9655 7.3% 7.9% || DOWHV/ARD STRLCT SIDC 94317 77.3% || 4US 23578 10.3% 130140 E v | VERY HIGH(SD.00):  38.5 o3%
an-170 06 % €% || DCWNWARD HOLSE SIDE: 2,764.3 22.7% || 50-60 2bbsE  41.9% 1<0-150 BACK LIGHT
090 12,1972 101% 100%% DOWHWARD TOTAL: |2,196.5 100% || 6070 2,445.2 30.1% 150-150 LOW(0-30): 642.9 £.3%
50-100 07 1% % UPW/ARD STREET SIDE: 0.4 0% || 7080 g97.E 7.4% 160-170 MEDILM(30-60): 1,399.7 11.5%
0-180 12,1978 100% 100% UPWARD HOLSE SIDE: 0.3 0% || £0-G0 68.0 0.6% 170-130 HIGH(60-80):  693.0 5.7%
UPWARD TOTAL 0.7 0% VERY HIGH(80-90): 293 C.2%
TOTAL _LUMENS: 12,197.2 100% UPLIGHT
LOW(90-100): 0.2 0%
HIGH(100-180): 0.3 0%
TRAPPFD | IGHT: 2.0 0%
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WIRING

Universal voltage driver permits operation at

100V to 277VAC, 50 or 60Hz except fixtures factory

ordered with a 120V photocell (/PC).

1. Connect the black fixture lead to the (L) LINE supply lead.

2. Connect the white fixture lead to the (N) COMMONSsupply lead.

3. Connect the bare copper Ground wire from fixture to supply lead.

llvaline 5 Black |

(N)Neutral Line », White

(G)Ground Line . Green l

Light Fixture

L

Wiring diagram



