
AD15 AD15

IIS_125_375_550_UPDATE.EPS

INVERTER - INTERRUPTIBLE

120V

277V

LOCAL SWITCH
(IF PRESENT)

ALTERNATE
AC INPUT

INVERTER 
WHT (NEUTRAL)

ORG (277V)

BLK (120V)

FLYING LEADS

GROUND
WIRE

AC INPUT - SELECT PROPER VOLTAGE
LEAD AND CAP UNUSED LEAD.

GROUND WIRE - CONNECT FIXTURE SUPPLY
GROUND AND UNIT GROUND IN ACCORDANCE
WITH LOCAL AND NATIONAL CODES.

IF USING A SECONDARY AC INPUT, SELECT 
PROPER VOLTAGE LEAD AND CAP UNUSED
LEAD.

USE A 277V RATED SWITCH IF CONNECTING 
TO 277V INPUT.

FLYING LEADS - SELECT PROPER VOLTAGE
LEAD AND CAP UNUSED LEAD.

YELLOW (277V)

VIOLET (120V)

GRAY (NEUTRAL)

GREEN

NORMAL CIRCUIT

EMERGENCY CIRCUIT

NORMAL
LIGHTING LOAD

DESIGNATED
EMERGENCY LOAD
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CIRCUIT

OPERATES IN BOTH NORMAL AND 
EMERGENCY MODES. CIRCUIT MUST BE 

ISOLATED FROM NORMAL CIRCUITS.

NOTES


