
Cat#  EC-200
  
"Keyless Cage"
Impact-resistant thermoplastic
adjustable collar.  Fits ceiling 
"Keyless" lampholders, pigtail 
lampholders, sign & scoreboard 
lampholders.  Screws included 
200 watt max type "A" bulb 

Packaged 50 per carton

Cat#  BC-200
  
"Standard Cage"
 High strength, impact-resistant 
thermoplastic. Fits most Temporary 
Lighting & lampholders.  "Snap- 
Locking" collar 150 watt max type 
"A" bulb. 

Packaged 100 per carton

Cat#  SG-200
  
"Small Wire Guard"
Keyless lamp guard easy "open-close" 
bottom for re-lamping.  Fits most temp 
light and keyless sockets. Rust resistant 
zinc plating. Screws and nuts included. 
200 watt max type "A" bulb
 
Packaged 50 per carton

OSHA
Acceptable

OSHA
Acceptable

Cat#  IC-200
  
"Import Cage" 
High strength, impact-resistant 
thermoplastic. Fits model MPC 
Series temp light stringers. 
Zip Tie "Snap Locking" Collar 
wont fall off the socket! 
150 watt max type "A" bulb 

Packaged 50 per cartonOSHA
Acceptable

Cat#  MC-200B
  
"Metal Cage"
Heavy duty 10-guage Black Vinyl coated
Bronze plated 1 1/2" universal collar fits 
most temp light and keyless sockets.
Rust resistant zinc plating (screws included)
Open bottom for easy re-lamping
200 watt max type "A" bulb

Packaged 50 per carton

    Safety Cages & Lamp Sockets

Pin-Type & Pigtail Lamp Holder
Cat# Description Base Max Wattage Ship Case WT / Case

LH-22WP Medium 200 100 11
LH-145WP Medium 200 100 11
521-WP Pin-Type Socket Meets U.L. 496 Requirements Medium 200 100 11

US Made Pigtail Lampholder With Hook
Pigtail Lampholder No Hook  

Ordering Information

Cat#  MC-200Y
  
"Metal Cage"
Heavy duty 10-guage Yellow Vinyl 
coated Bronze plated 1-1/2" universal 
collar fits most temp light and keyless 
sockets. Rust resistant zinc plating 
(screws included) Open bottom for easy 
re-lamping. 200 watt max type "A" bulb

Packaged 50 per carton




