
Lithonia Lighting has expanded in an exciting new direction with the addition 

of two competitively priced LED striplights — one for wet locations and one 

for dry locations. Both fixtures offer:

•   Competitive price

•   Slim profile that fits in the palm of your hand

•  One-for-one replacement of a 1-lamp T8 fluorescent

•  25% energy savings over T8 (24W input)

•  Predicted life of more than 50,000 hours (up to  
10 years based on 8-hour/day operation)

•   4000K color temperature

•   88 color rendering index (CRI)

Contractor Select 
LED Wet Location & Dry Location Striplights

4’ LED Wet Location Striplight

4’ LED Dry Location Striplight

Affordable LED technology
for everyday demands.
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ORDERING INFORMATION

Catalog
Number UPC  Description  Lumens

 Color 
Temperature Wattage Voltage

Pallet 
Qty.

Standard Carton 
Qty.

XWMLED 753573956365 LED Wet Location Striplight 1800 4000K, 88CRI 24 120-277 180 1

MNSL MV M6 7535739545437 LED Dry Location Striplight 2100 4000K, 88CRI 24 120-277 504 1

LED Dry Location Striplight
 •  UL Listed

•  Low glare, diffuse acrylic lens

•  Surface mount horizontally or vertically to the 
wall or ceiling; not for continous row mounting

 •  2100 lumens

Be sure to check out our enclosed, wet location FEM LED. 

FEM LED
•  4’ and 8’ lengths

•  3000-9000 lumens

•  Several color temperature and 
lens choices 

•  Ceiling or suspended mount

Don’t forget our specifi cation-grade Z Series LED striplights.

Need more out of your LED luminaires?

Z Series LED
• 24”-96” lengths

• 1700-12,000 lumens

• Several fi nish and controls options

• Surface, pendant or stem mount

Dimensions are shown in inches (centimeters).

Dimensions are shown in inches (centimeters).

LED Wet Location Striplight
•  Enclosed and gasketed to protect fi xture from dust, 

dirt and moisture; UL Listed for wet locations 

•  Clear polycarbonate lens provides maximum light 
output and impact resistance

•  Surface mount horizontally or vertically to the wall or 
ceiling; not for continous row mounting

•   1800 lumens




