


8 DEGREE BEAM

36 DEGREE BEAM

25 DEGREE BEAM

Beam Dia at 50% 
CBCP (ft)

Field Dia at 10% 
CBCP (ft)

Foot-candles 
(% of CBCP)

0.4 0.7 6.8%

0.8 1.5 2.3%

1.3 2.2 1.1%

1.7 2.9 0.7%

2.1 3.7 0.4%

Beam Dia at 50% 
CBCP (ft)

Field Dia at 10% 
CBCP (ft)

Foot-candles 
(% of CBCP)

1.9 3.5 6.8%

3.9 6.9 2.3%

5.8 10.4 1.1%

7.8 13.9 0.7%

9.7 17.3 0.4%

Beam Dia at 50% 
CBCP (ft)

Field Dia at 10% 
CBCP (ft)

Foot-candles 
(% of CBCP)

1.3 2.2 6.8%

2.7 4.4 2.3%

4.0 6.6 1.1%

5.3 8.7 0.7%

6.7 10.9 0.4%

DIMENSIONS COLOR RENDERING

3’

3’

6’

6’

9’

9’

12’

12’

15’

15’

No Violet Cyan gap Red lack

Note: Footcandles may be calculated by multiplying the CBCP of the desired model number by the percentage in the tables above  

Base Temperature 

Measured Here

111mm

(4.37”)

57mm

(2.24”)



SPECIFICATIONS BY MODEL NUMBER*  SORAA LED AR111 12.5W

CCT: Correlated Color Temperature  McA: White Point Accuracy in McA step SNAP: SORAA SNAP System Compatible  

*Specifications are at stable warm operating conditions (25°C ambient) 

Model # Product 
Code

CCT  
(K)

Beam 
Angle

Field 
Angle

CBCP 
(Cd)

Halogen 
Equivalent

Total Flux
(Lm)

Efficacy 
(Lm/W)

McA SNAP

VIVID SERIES

SR111-12-08D-927-03 01379 2700 8 14 15520 50 575 46 3 YES

SR111-12-25D-927-03 01381 2700 25 40 3100 50 575 46 3 -

SR111-12-36D-927-03 01383 2700 36 60 1420 50 575 46 3 -

SR111-12-08D-930-03 01395 3000 8 14 16740 50 620 50 3 YES

SR111-12-25D-930-03 01397 3000 25 40 3340 50 620 50 3 -

SR111-12-36D-930-03 01399 3000 36 60 1540 50 620 50 3 -

SR111-12-08D-940-03 01411 4000 8 14 17400 50 645 52 4 YES

SR111-12-25D-940-03 01413 4000 25 40 3480 50 645 52 4 -

SR111-12-36D-940-03 01415 4000 36 60 1600 50 645 52 4 -

BRILLIANT SERIES

SR111-12-08D-827-03 01387 2700 8 14 19840 60 735 59 3 YES

SR111-12-25D-827-03 01389 2700 25 40 3960 60 735 59 3 -

SR111-12-36D-827-03 01391 2700 36 60 1820 60 735 59 3 -

SR111-12-08D-830-03 01403 3000 8 14 21460 60 795 64 3 YES

SR111-12-25D-830-03 01405 3000 25 40 4280 60 795 64 3 -

SR111-12-36D-830-03 01407 3000 36 60 1980 60 795 64 3 -



COLOR ACCURACY   SPECTRAL POWER DISTRIBUTIONWHITENESS INDEXSERIES/CCT

VIVID
2700K

VIVID
3000K

VIVID
4000K

Rf: 90, Rg: 100, Rfh1: 95 Rw: 120 CRI: 95, R9: 95

Rw: 120Rf: 90, Rg: 100, Rfh1: 95

Rf: 90, Rg: 100, Rfh1: 95

CRI: 95, R9: 95

CRI: 95, R9: 95Rw: 70

75

50

25

0

125

100

75

50

25

0

125

100

75

50

25

0

125

100



Information and specifications subject to change.  
SR111 12.5W Rev 1  3.30.17

Soraa Inc. 6500 Kaiser Drive, Suite 110, Fremont, CA 94555
855 GO-SORAA / 855 467-6722  | www.soraa.com 

COLOR ACCURACY   SPECTRAL POWER DISTRIBUTIONWHITENESS INDEXSERIES/CCT

BRILLIANT
2700K

BRILLIANT
3000K

Rf: 85, Rg: 92, Rfh1: 77

Rf: 85, Rg: 92, Rfh1: 77

Rw: 100

Rw: 100

CRI: 85, R9: >0

CRI: 85, R9: >0

75

50

25

0

125

100

75

50

25

0

125

100

Rf: TM-30 metric measuring color fidelity (whether colors are similar to those under natural light). Rf is a more accurate version of the CRI Ra. Rf is 100 for natural light.

Rg: TM-30 metric measuring color gamut (whether colors are more saturated than under natural light). Rg is 100 for natural light.

Rfh1: TM-30 metric measuring color fidelity for red tones. Rfh1 is a more accurate version of the CRI R9. Rfh1 is 100 for natural light.

Rw: Soraa-developed metric to measure white fidelity. Rw measures the magnitude of excitation of whitening agents within whites. Rw is about 100 for natural light.




