
LED A19 Bulb
PLTL71121

FEATURES

SKU# Kelvin Lumens   Wattage    Voltage       Dimmable Base    Life Hours     Warranty

PLT-11318 00 NO 35,000 1 Year

 More energy savings than CFL and
Incandescent bulbs

 Equivalent to 75-Watt Incandescent
bulbs

 Features a standard A19 shape

 UL rated for damp locations

APPLICATIONS



LED A19 Bulb
PLTL71121

FEATURES SPECIFICATIONS

TYPICAL APPLICATIONS

WARRANTY

Warranty 1 Year 

DIMMABLE ......................................................................................... 

SAFETY RATING ....................................................... UL DAMP LOCATION 

CRI ........................................................................................................ 80 

COLOR ............................................................................... WARM WHITE 

COLOR TEMPERATURE ................................................................... 2700K 

LIFE HOURS ...................................................................... ,000 HOURS

WATTAGE .................................................................................  WATTS

LUMENS .......................................................................................... 00

VOLTAGE .......................................................................................... 120V 

INCANDESCENT EQUAL ............................................................  WATTS

ENCLOSED FIXTURE RATED ................................................................ YES 

BEAM ANGLE ...................................................................... 220-DEGREES

CASE QUANTITY ................................................................................... 50 

 Comfortable a m white light
 E e  dis ibu ed b i ess
 Medium E26 base

 Ceiling fan fixtures
 Table lamps
 Floor lamp BASE TYPE ..........................................................................................E26

HEIGHT ......................................................................................... 4.2 IN.

DIAMETER .....................................................................................2.4 IN.




