ACT AC1

ONE LAMP RAPID START BALLAST

UNSWITCHED BLK (120V)
LINE o ‘®_ORG (277V)]
L ORG (@77V) VIOLET

SWITCHED OR WHITE

UNSWITCHED COMMON© 5 [VOLET @

LINE
(o, BLKORG OR BLK/BAN EMERGENCY RED OR RED/BLK(+ @
® BLK/ORG OR BLK/BRN [HakEXA ISR24=1
COMMON BALLAST WHT/RED TBTS
BLUE BLUE WHT/BLK
— =
BLACK| onE Lamp [BLUE BLU/WHT. WHT/BLK 2@ UNIT CONNECTOR
wHITE] A.C. RED BROWN
BALLAST |RED YBETng @ SELECT PROPER VOLTAGE LEAD, CAP UNUSED LEAD
YELLowl @ LAMP SELECTOR LEADS. REFER TO INSTALLATION
INSTRUCTIONS FOR PROPER APPLICATION.
REDWHTY  3) po NOT MATE CONNECTOR UNTIL INSTALLATION
RED IS COMPLETE AND A.C. POWER IS SUPPLIED.
@ TEST ACCESSORY LEAD - REFER TO INSTALLATION
R INSTRUCTIONS FOR PROPER POLARITY WIRING.
® NO POLARITY ON BLACK LEADS - USE EITHER LEAD
FOR CONNECTION TO THE AC CIRCUIT AND BALLAST.
1LRSB42A_AC
NOTES




AC2

TWO LAMP RAPID START BALLAST

AC2

UNSWITCHED BLK (120V)
LINE o ORG (277V
© &) VIOLET
SWITCHED OR WHITE
UNSWITCHED COMMON O 5 VIOLET @
Fo BLIJORG OR BLIUBRN EMERGENCY RED OR RED/BLK(+) @
® BLK/ORG OR BLK/BRN RELEXA e TRED TBTS
COMMON BALLAST
BLUE BLUE WHT/BLK
===
BLACK BLUE BLU/WHT WHT/BLK 2@ UNIT CONNECTOR
WHITE TWOA LCAMP YELLOW ROWN
.Cc. [YELLow
BALLAST [-=" BROWN] D SELECT PROPER VOLTAGE LEAD, CAP UNUSED LEAD
RED veLLowl @ LAMP SELECTOR LEADS. REFER TO INSTALLATION
YELLOW INSTRUCTIONS FOR PROPER APPLICATION.
repwht] @ DO NOT MATE CONNECTOR UNTIL INSTALLATION
i IS COMPLETE AND A.C. POWER IS SUPPLIED.
@ TEST ACCESSORY LEAD - REFER TO INSTALLATION
INSTRUCTIONS FOR PROPER POLARITY WIRING.
[ LAMP | [*LAMVP |
® NO POLARITY ON BLACK LEADS - USE EITHER LEAD
FOR CONNECTION TO THE AC CIRCUIT AND BALLAST.
*A.CJEMERGENCY LAMP
2LRSB42A AC
NOTES




AC3 AC3

TWO LAMP RAPID START BALLAST TWO LAMP EMERGENCY OPERATION

UNSWITCHED BLK (120V)
LINE o ‘@ ORG (277V)]
D_ORG 277V) VIOLET

SWITCHED OR WHITE

UNSWITCHED COMMON © . [VIOLET @

LINE
o BLK/ORG OR BLIYBRN EMERGENCY RED OR RED/BLK(+) @
® BLK/ORG OR BLK/BRN JabEXAs ELEXD
COMMON BALLAST WHT/RED TBTS
BLUE BLUE WHT/BLK
ey
BLACK BLUE BLU/WHT WHT/BLK 2@ UNIT CONNECTOR
WHITE TWO LAMP JRED BROWN
AC. RED BROWN
BALLAST [C- ® SELECT PROPER VOLTAGE LEAD, CAP UNUSED LEAD
VELLOW YELLOWR (3 LAMP SELECTOR LEADS. REFER TO INSTALLATION
YELLOW. INSTRUCTIONS FOR PROPER APPLICATION.
repwhtl @ DO NOT MATE CONNECTOR UNTIL INSTALLATION
—RED IS COMPLETE AND A.C. POWER IS SUPPLIED.
@ TEST ACCESSORY LEAD - REFER TO INSTALLATION
INSTRUCTIONS FOR PROPER POLARITY WIRING.
“L AMP “LAM ® NO POLARITY ON BLACK LEADS - USE EITHER LEAD
I I FOR CONNECTION TO THE AC CIRCUIT AND BALLAST.
*A.C/EMERGENCY LAMP
2LRSB42A_AC 2LEO
NOTES




