
FEATURES

MR16 7.5W DIM.

ENERGY STAR certified

JA8 compliant

Title 20 compliant

75W halogen replacement

Exceptional color rendering CRI 92

Richer reds and natural skin tones (R9 53, R13 93)

Tight LED binning for consistent CCT across all lamps

Compact size 1:1 halogen form factor

Spot / Narrow Flood / Flood beam angles

Suitable for use in totally enclosed fixtures

Suitable for use in damp locations

Operating temperature: -4°F / -20°C to +95°F / +35°C

Rated Lifetime (L70): 25,000hrs

3 years limited warranty
HIGH CRI

LED TECHNOLOGY

ModelProduct CCT Dim.*Lumens Beam
Angle CRI Cert.
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DIMENSION & WEIGHT

SPECIFICATIONS
Efficacy
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Voltage
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98485
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7MR16DIM/927SP15

7.5MR16DIM/927NF25

7.5MR16DIM/927FL35

7MR16DIM/930SP15

7.5MR16DIM/930NF25

7.5MR16DIM/930FL35
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Wattage
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7.5

5850

2800

1600
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SP 15°

NF 25°

FL 35°
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NF 25°

FL 35°
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ILLUMINANCE & CANDELA DISTRIBUTIOIN

MR16 7.5W DIM.

7MR16DIM/930SP15 7.5MR16DIM/930FL357.5MR16DIM/930NF25
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Diameter Footcandles

650
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Degree Candela
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178

44

20

11

7

1.9

3.8

5.7

7.6

9.5
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