
REFINE PAR FAMILY

■ Suitable to replace 50W, 75W, 120W halogen lamps
■ Proprietary designed optic maximizes output, efficacy, color fidelity,

and visual comfort
■ High CRI and R values (R9 85, R13 95) deliver richer reds and healthier skin tones
■  Smooth dimming with existing dimmers*
■ Compact size 1:1 halogen form factor
■ Spot, Narrow, Flood beam angles
■ Suitable for use in totally enclosed fixtures
■ Suitable for use in damp locations
■ Fixture operating temperature: -4°F to 95°F (-20°C to 35°C)

Lamp ambient temperature: -4°F to 113°F (-20°C to 45°C)
■ Rated Lifetime (L70): 50,000hrs
■ 5 year limited warranty
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*This lamp might not be compatible with all dimmers. Please see dimmer compatibility sheet.
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SPECIFICATIONS
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REFINE PAR FAMILY
ILLUMINANCE & CANDELA DISTRIBUTION
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REFINE PAR FAMILY
ILLUMINANCE & CANDELA DISTRIBUTION

11PAR30SNDIM/927SP15 11PAR30SNDIM/930NF25 11PAR30SNDIM/930FL40 
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For other CCT use the following multiplier: 2700K .98, 4000K 1.02 



REFINE PAR FAMILY
COLOR ACCURACY & SPECTRAL POWER DISTRIBUTION 

Rf: TM-30 metric measuring color fidelity (whether colors are similar to those under natural light). Rf is a more accurate version of the CRI Ra. Rf is 100 for natural light.
Rg: TM-30 metric measuring color gamut (whether colors are more saturated than under natural light). Rg is 100 for natural light.
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