
• When motion is detected, it automatically turning lights ON and turns the lights 
   off after 30 seconds
• Made of durable aluminum body with PC diffuser, minimizing signal interference
• The light features a 10W or 15W LED module, making it the energy efficient, 
   popular alternative to incandescent and CFL fixtures
• The light incorporates today’s most wanted features and meet NFPA 70, NEC 
   Section 410.16 C(1) requirements
• It is easy to install with keyholes for multiple ceiling box configurations
• Design for indoor use only

4" & 6" LED Closet Lights with PIR Motion Sensor

* XXX represent different CCT, 3CCT or 5CCT; 27K for 2700K; 3 for 3000K; 4 for 4000K; 5 for 5000K; 
3CCT(2700K-3000K-4000K)5CCT (2700K-5000K Selectable)
Example: AD114-27KWH, AD114-5CCTWH
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Effective Induction Area

Dimensions

Notes: 

AD114 -XXXYY AD114-6-XXXYY

Frosted 
PC Diffuser

Sensitive PIR Motion Sensor

High Quality LED Chips
Brighter with Lower Consumption

Keyholes for 90mm 
Junction Box
For different Angle
Motion Detection

Twisting Slot for 
PC Diffuser 

Durable Aluminum Body

Low Flickering Design

PIR Motion Sensor

Installation

Turn on when detecting movement, not only in dark, but also 
daytime.Turn off after 30 seconds (customized is also available) 
delay if no more motion.

Included in box

• Three Wire Nuts

• Two Screws

Model

Size 4" 6"

Watts 10W 15W

Lumen 600lm 1000lm

 Color Temperature

CRI

Input

Dimming

Power Factor

Approved Location

Operating Temp.

Beam Angel

5CCT

80Ra

AC120V, 60Hz

No

>0.9

Wet Location

(- 4 F~104 F)-20~40 C° ° °

120°

ORDERING & SPECIFICATION

65°

H=14ft

D=14ft

Automatically turn to bright light 
when walk into the reaction range

Automatically turn to standby mode 
when people walk out of the reaction
range

4" PIR Closet Light 6" PIR Closet Light


